
Installation manual

MINI CANAL

Standard delivery

3-SIDED INSULATION
CODE: 7693.HHH LLL BB

BOTTOM END INSULATION
CODE: 7692.000 LLL BB

COVER STRIP
CODE: 7690.02

COVER PLATE
CODE: COVP.000 LLL BB

OPTIONS

FIXING WITH HEIGHT CONTROL

 LENGTH NUMBER 
  OF SETS
 27 9/16 > 47 1/4 (070-120) 2
 51 3/16 > 74 51/64 (130-190) 3
 82 43/64 (210) 4
 90 35/64 > 122 3/64 (230-310) 5
 129 59/64 > 153 35/64 (330-390) 7
 161 27/64 (410) 8
 169 19/64 > 192 29/32 (430-490) 10

 CODE  7690.01   0 > 1 49/64 (0 > 4.5 cm)
  7690.04  1 49/64 > 5 1/8 (4.5 > 13 cm)

FOR FURTHER INFORMATION: 
SEE JAGA INC. PRICE LIST

Note: dimensions in “( )” are shown in centimeters.
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Fill up with concrete Finishing
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Place tie bars

Remove the red 
protective tape of 
the frame.
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Mounting duct at finished floor level
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> Building-in opening: H + 25/64 (1 cm).
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Dimensions
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